
Molasses Tank Fittings Instructions 

 

Tools required;  

4’’ Stilson pipe spanner  

Tower scaffolding/working platform to give 3m height  

Lifting chains / straps rated to required lift capacity.  

PTFE tape  

Machine with reach and lift capacity for the tank size being installed. A crane is recommended 
for 24 tonne tanks and above.  

 

Ensure the level tank base has been prepared to specification provided and has cured before 
attempting to lift tank and supporting legs into place.  

Secure tank stand/legs to base with anchor bolts provided before any further work is carried 
out.  

A risk assessment for working at height must be completed beforehand. Lifting and moving of 
any items must be performed with appropriate lifting equipment that has been checked prior to 
use. No children should be in the vicinity of tank construction and should not operate this 
product when erected and in use.  

Lifting eyes have been provided on all tanks, the use of lifting chains and fork extensions are 
recommended for erection. The decommissioning of tanks may well require a different 
approach due to degradation, advise should be sought. Larger tanks have lifting eyes in each 
corner and all must be used when lifting to ensure a balanced lift, the central eye must not be 
used. A tank diagram has been provided to show the central point of the tank, the machinery 
used must be able to comfortably lift from this central point. A calculation of load centre in 
relation to the machine should be made to ensure machine stability.  

The tank must sit level upon the stand, within the angle uprights on all four corners.  

Weights of unladen tanks below;  

12 Tonne – 750kg  

24 Tonne – 1500kg  

32 tonne – 2200kg  

Weights of unladen stands;  

12 Tonne – 380kg  

24 Tonne – 695kg  

32 Tonne – 1150kg  

Prior to installing valves, ensure that the valves can open and close with ease.  



All screw threads will require PTFE taping prior to installation. The sluice when tightened may 
end up upside down. Please reverse the handle to the opposite side to keep the opening 
mechanism as push up to open and pull down to shut.  

Ensure the ring bracket is fitted to the down pipe to give maximum stability to the pipe work 
before filling the tank.  

If the new tank is not being erected on a stand provided at the same time, it is the customers 
responsibility to ensure the stand being used is sound, secure and stable. Any signs of rust 
degradation must be investigated fully and corrected; advice must be sought if unsure. We 
recommend a new purpose-built stand is purchased with any new tank.  

Tank and stand structure should be inspected on a regular, advise 6 monthly, for structure 
integrity.  

To prolong the life of this product, both the tank and stand should be wire brushed down and 
repainted with an anti-corrosive metal primer finish every 2-3 years.  


